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Facility General Information

General facility information to review and update (please use red or blue ink to update).

Section 1: Facility Identifactio

a.) County Code: 141 b.) Plant ID: 00146

c.) Facility Name: ROYAL ADHESIVES & SEALANTS

Section 2: Physical Address:

a.) Source Address: 2001 WEST WASHINGTON AVE.

b.) Source City and Zip Code: SOUTH BEND, 46601

Section 3: Mailing Address:

a.) Corporate Name:

b.) Mailing Address:

c.) Mailing City, State, Zip Code: ,

Section 4: Source Location

a.) UTM Vertical: 4613.9 UTM Horizontal: 560.1

b.) Latitude: 414034 Longitude: 861641

Section 5: Industrial Classificatio

a.) Primary NAICS Code: 32552 Adhesive Manufacturing

b.) Primary SIC Code: 2891 Adhesives and Sealants

Section 6: Contact Informatio

a.) Emissions Contact Official and Title:WILLIAM FAUST, MANAGER-ENG.

b.) Emissions Contact Phone Number: (219) 246-5332

c.) Emissions Contact Fax Number:

d.) Emissions Contact E-Mail Address: bill.faust@uniroyaluas.com

e.) Year of Inventory: 2002

f.) Date Updated

g.) Signature:
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Stack Parameters

Stack Information to Review and Update (please use red or blue ink to update). Use a blank form to add
stacks.

Section 7: Stack Information

a.) b.) c.) d.) e.) f.) g.) h.)
ID # Description Height | Diameter  Flow Temp UT™Mm UTM
(t) (ft) (acfm) (f) Vertical or | Horizontal
Latitude or
1 |ADHESIVE AND SEALANT PROD 41 0.67 800 70 414034 861641
2 |STORAGE WORKING LOSS 0 0 0 0 414034 861641

Abatement Equipment Information

Abatement equipment information to review and update (please use red or blue ink to update).
Use a blank form to add abatement equipment.

Section 8: Abatement Equipment
a.) Abatement ID|b.) Equipment Code |c.) Abatement Equipment Description

1 047 VAPOR RECOVERY SYSTEM - INC CO - 001, 1
d.) Pollutant Pollutant Description e.) Abatement Efficiency
VOC VOLATILE ORGANIC COMPOUNDS 29.66
a.) Abatement ID|b.) Equipment Code |c.) Abatement Equipment Description
2 087 NITROGEN BLANKET - 001, 1
d.) Pollutant |Pollutant Description e.) Abatement Efficiency
VOC VOLATILE ORGANIC COMPOUNDS 91.67
a.) Abatement ID|b.) Equipment Code |c.) Abatement Equipment Description
3 018 FABRIC FILTER - LOW TEMPERATUR - 001, 1
d.) Pollutant Pollutant Description e.) Abatement Efficiency
PM10 PARTICULATE MATTER 10 99.999
a.) Abatement ID|b.) Equipment Code |c.) Abatement Equipment Description
4 047 VAPOR RECOVERY SYSTEM - INC CO - 001, 2
d.) Pollutant |Pollutant Description e.) Abatement Efficiency
VOC VOLATILE ORGANIC COMPOUNDS 83.01
a.) Abatement ID|b.) Equipment Code |c.) Abatement Equipment Description
5 087 NITROGEN BLANKET - 001, 2
d.) Pollutant Pollutant Description e.) Abatement Efficiency
VOC VOLATILE ORGANIC COMPOUNDS 50
a.) Abatement ID|b.) Equipment Code |c.) Abatement Equipment Description
6 018 FABRIC FILTER - LOW TEMPERATUR - 001, 2
d.) Pollutant |Pollutant Description e.) Abatement Efficiency

PM10 PARTICULATE MATTER 10 99.999
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Group/Process/Emissions Information

Please complete information for Groups, Processes and Emissions (please use red or blue ink to
update). All highlighted items must be completed. Use a blank form to add groups, processes, and

Section 9: Group Information

a.) Group Number: 001

b.) Description: ADHESIVE AND SEALANT PROD

Operating Schedule:

c.) Hours/Day: d.) Days/Week:

e.) Weeks/Year:

f.) Hours/Year:

Quarterly Operating Schedule (Must equal 100%)

g.) 1st Qtr (%):

h.) 2nd Qtr (%):

i.) 3rd Qtr (%):

j.) 4th Qtr (%):

Section 10. Process Information

a.) Process Number: 1 | b.) Description: ADHESIVE PRODUCTION
c.) Source Classification Code (SCC): 30105001 d.) Units: Tons Product
e.) Stack Number: 1 f.) Process Rate (throughput):
g.) Ash Content(%): h.) Sulfur Content(%): i) Heat Ratio:
j.) Maximum Operation Rate (Units/Hour): 5.52
k.) Abatement Equipment Order 1 |1.) Abatement Equipment ID 1| m.) Capture Efficiency: 99.999
k.) Abatement Equipment Order 2 | 1.) Abatement Equipment ID 2| m.) Capture Efficiency: 99.999
k.) Abatement Equipment Order 3 | ) Abatement Equipment ID 3| m.) Capture Efficiency: 90.001
Section 11: Emissions Information
a.) b.) c.) d.) e.)
Pollutant Pollutant Description Estimatio |Emission| Overall Emissions
n Method | Factor | Controll (tons)
Efficiency
VOC VOLATILE ORGANIC COMPOUNDS 5 94.139
Section 10. Process Information
a.) Process Number: 2 | b.) Description: SEALANT PRODUCTION
c.) Source Classification Code (SCC): 30105001 d.) Units: Tons Product
e.) Stack Number: 1 f.) Process Rate (throughput):
g.) Ash Content(%): h.) Sulfur Content(%): i) Heat Ratio:
j.) Maximum Operation Rate (Units/Hour): 5.52
k.) Abatement Equipment Order 1|1.) Abatement Equipment ID 4| m.) Capture Efficiency: 99.999
k.) Abatement Equipment Order 2 | 1) Abatement Equipment ID 5| m.) Capture Efficiency: 99.999
k.) Abatement Equipment Order 3| ) Abatement Equipment ID 6| m.) Capture Efficiency: 90.001
Section 11: Emissions Information
a.) b.) c.) d.) e.
Pollutant Pollutant Description Estimatio | Emission| Overall Emissions
n Method | Factor | Controll (tons)
Efficiency
PM10 PARTICULATE MATTER 10 9 4.5 89.998
VOC VOLATILE ORGANIC COMPOUNDS 5 91.504




141-00146

Royal Adhesives and Sealants, L.L.C.

Section 9: Group Information

Emissions Statement - Page 4 of 7

a.) Group Number: 002

b.) Description: TOLUENE/STORAGE WORKING

Operating Schedule: c.) Hours/Day:

d.) Days/Week: e.) Weeks/Year:

f.) Hours/Year:

Quarterly Operating Schedule (Must equal 100%)

g.) 1st Qtr (%):

h.) 2nd Qtr (%):

i.) 3rd Qtr (%):

j.) 4th Qtr (%):

Section 10. Process Information

a.) Process Number: 1

b.) Description: TOLUENE WORKING LOSS

c.) Source Classification Code (SCC): 40703616

d.) Units: 1000 Gallons Toluene Throughput

e.) Stack Number:

2 f.) Process Rate (throughput):

g.) Ash Content(%):

h.) Sulfur Content(%):

i) Heat Ratio:

j.) Maximum Operation Rate (Units/Hour):

k.) Abatement Equipment Order

I.) Abatement Equipment ID

m.) Capture Efficiency:

Section 11: Emissions Information

a.) b.) c.) d.) e.)
Pollutant Pollutant Description Estimatio | Emission| Overall Emissions
n Method | Factor | Controll (tons)
Efficiency
vOC VOLATILE ORGANIC COMPOUNDS 3 0

Section 10. Process Information

a.) Process Number: 2

b.) Description: XYLENES\WORKING LOSS

c.) Source Classification Code (SCC): 40703624

d.) Units: 1000 Gallons Xylenes (Mixed) Throughput

e.) Stack Number:

0 f.) Process Rate (throughput):

g.) Ash Content(%):

h.) Sulfur Content(%):

i) Heat Ratio:

j.) Maximum Operation Rate (Units/Hour):

0.0082

k.) Abatement Equipment Order

I.) Abatement Equipment ID

m.) Capture Efficiency:

Section 11: Emissions Information

a.) b.) c.) d.) e.)
Pollutant Pollutant Description Estimatio |Emission| Overall Emissions
n Method | Factor | Controll (tons)
Efficiency
VOC VOLATILE ORGANIC COMPOUNDS 3 0
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a.) Process Number: 3

b.) Description:

HEPTANE\WORKING LOSS

c.) Source Classification Code (SCC): 40701606

d.) Units: 1000 Gallons n-Heptane Throughput

e.) Stack Number:

0 f.) Process Rate (throughput):

g.) Ash Content(%):

h.) Sulfur Content(%):

i) Heat Ratio:

j.) Maximum Operation Rate (Units/Hour):

0.0403

k.) Abatement Equipment Order

I.) Abatement Equipment ID

m.) Capture Efficiency:

Section 11: Emissions Information

a.) b.) c.) d.) e.)
Pollutant Pollutant Description Estimatio | Emission| Overall Emissions
n Method | Factor | Controll (tons)
Efficiency
vOC VOLATILE ORGANIC COMPOUNDS 3 0

Section 10. Process Information

a.) Process Number: 4

b.) Description: TEXTILE SPIRITS

c.) Source Classification Code (SCC): 40701698

d.) Units: 1000 Gallons Throughput

e.) Stack Number:

0 f.) Process Rate (throughput):

g.) Ash Content(%):

h.) Sulfur Content(%):

i) Heat Ratio:

j.) Maximum Operation Rate (Units/Hour):

0.1889

k.) Abatement Equipment Order

I.) Abatement Equipment ID

m.) Capture Efficiency:

Section 10. Process Information

a.) Process Number: 5

b.) Description:

MEK STORAGE WORKING LOSS

c.) Source Classification Code (SCC): 40706806

d.) Units: 1000 Gallons Throughput

e.) Stack Number:

0 f.) Process Rate (throughput):

g.) Ash Content(%):

h.) Sulfur Content(%):

i.) Heat Ratio:

j.) Maximum Operation Rate (Units/Hour):

0.0046

k.) Abatement Equipment Order

I.) Abatement Equipment ID

m.) Capture Efficiency:
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a.) Process Number: 6

b.) Description:

TOLUENE BREATHING LOSS

c.) Source Classification Code (SCC): 40703615

d.) Units: 1000 Gallon-Years Toluene Storage Capaci

e.) Stack Number:

0

f.) Process Rate (throughput):

g.) Ash Content(%):

h.) Sulfur Content(%):

i) Heat Ratio:

j.) Maximum Operation Rate (Units/Hour):

k.) Abatement Equipment Order

I.) Abatement Equipment ID

m.) Capture Efficiency:

Section 11: Emissions Information

a.) b.) c.) d.) e.
Pollutant Pollutant Description Estimatio | Emission| Overall Emissions
n Method | Factor | Controll (tons)
Efficiency
VOC VOLATILE ORGANIC COMPOUNDS 8 3.50 0
Section 10. Process Information
a.) Process Number: 8 | b.) Description: HEPTANE BREATHING LOSS
c.) Source Classification Code (SCC): 40701605 d.) Units: 1000 Gallons Storage Capacity
e.) Stack Number: 0 f) Process Rate (throughput):
g.) Ash Content(%): h.) Sulfur Content(%): i) Heat Ratio:
j.) Maximum Operation Rate (Units/Hour):
k.) Abatement Equipment Order I.) Abatement Equipment ID m.) Capture Efficiency:
Section 11: Emissions Information
a.) b.) c.) d.) e.)
Pollutant Pollutant Description Estimatio |Emission| Overall Emissions
n Method | Factor | Controll (tons)
Efficiency
VOC VOLATILE ORGANIC COMPOUNDS 2 0

Section 10. Process Information

a.) Process Number: 9

b.) Description: TEXTILE SPIRITS BREATHING

c.) Source Classification Code (SCC): 40701697

d.) Units: 1000 Gallons Storage Capacity

e.) Stack Number:

0

f.) Process Rate (throughput):

g.) Ash Content(%):

h.) Sulfur Content(%):

i.) Heat Ratio:

j.) Maximum Operation Rate (Units/Hour):

25.204

k.) Abatement Equipment Order

I.) Abatement Equipment ID

m.) Capture Efficiency:
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a.) Process Number:

10 | b.) Description:

MEK BREATHING LOSS

c.) Source Classification Code (SCC): 40706805

d.) Units: 1000 Gallons Storage Capacity

e.) Stack Number:

0

f.) Process Rate (throughput):

g.) Ash Content(%):

h.) Sulfur Content(%):

i) Heat Ratio:

j-) Maximum

Operation Rate (Units/Hour):

k.) Abatement Equipment Order

I.) Abatement Equipment ID

m.) Capture Efficiency:

Section 9: Group Information

a.) Group Number: 003

b.) Description:

PACKAGING FUGITIVES

Operating Schedule:

c.) Hours/Day:

d.) Days/Week:

e.) Weeks/Year:

f.) Hours/Year:

Quarterly Operating Schedule (Must equal 100%)

g.) 1st Qtr (%):

h.) 2nd Qtr (%):

i.) 3rd Qtr (%):

j.) 4th Qtr (%):

Section 10. Process Information

a.) Process Number: 1

b.) Description:

PACKAGING FUGITIVES

c.) Source Classification Code (SCC): 49099999

d.) Units: Tons Solvent Consumed

e.) Stack Number:

0

f.) Process Rate (throughput):

g.) Ash Content(%):

h.) Sulfur Content(%):

i.) Heat Ratio:

j.) Maximum

Operation Rate (Units/Hour):

k.) Abatement Equipment Order

I.) Abatement Equipment ID

m.) Capture Efficiency:

Section 11: Emissions Information

a.) b.) c.) d.) e.
Pollutant Pollutant Description Estimatio |Emission| Overall Emissions
n Method | Factor | Controll (tons)
Efficiency
vOC VOLATILE ORGANIC COMPOUNDS 2 0




